
MOL Emolin BF 752
universal metalworking fluid

MOL EMOLIN BF 752 is a boron-free, high-performance, multi-purpose, water-soluble cooling-cutting emulsion.
The product has good resistance to environmental influences. Thanks to the carefully selected raw material
composition, the product is very skin-friendly and dermatologically tested.
Usage:
The concentration used depends on the type of operation and the quality of the material:
Grinding: 4-5%
General machining: 5-7%
Heavy duty, strict surface quality requirements: 8-10%

Emulsion preparation, concentration measurement, refilling:
Use an emulsion mixer. If you don't have an emulsion mixer, pour the concentrate slowly into the water in the
mixing bowl, stirring continuously.
 Check the concentration daily with a refractometer. The measured value must be multiplied by the product's
correction factor for the real concentration.
(Refractive factor: 1.1)
As long as the daily concentration values show an increase, reduce the top-up concentration until the expected
concentration range stabilizes.

Maintenance:
When changing the emulsion, use a system cleaning liquid (MOL Netsol SC)!
(by adding to the working fluid 8-24 hours before changing the emulsion.)

Application

Chip forming and chipless machining of steel, alloys, light and yellow
metals

Chip forming machining of difficult-to-machine steels and cast
aluminium with silicon content

Chip forming machining of spheroidal graphite and grey cast iron

For industrial use

Chip forming and chipless machining of steel, alloys, light and yellow
metals

Chip forming machining of difficult-to-machine steels and cast
aluminium with silicon content

Chip forming machining of spheroidal graphite and grey cast iron

For industrial use

Manufactured and distributed by MOL-LUB Ltd., 2931 Almásfüzitő, Fő út 21.
E-mail: lubricants@mol.hu Web: mollubricants.com
Technical service:
Tel: +36 (1) 886-5030 (option 2); E-mail: lubtechdesk@mol.hu
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MOL Emolin BF 752
universal metalworking fluid

Features and benefits

Stability against microbial
infection
Long lubricant drain period, pleasant working environment and cost
efficiency with regular fluid control and maintenance

Long lubricant drain period, pleasant working environment and cost
efficiency with regular fluid control and maintenance

Stability against microbial
infection

Very good corrosion protection
effect.
It protects the surface of all types of metal well from the formation of
corrosion.

It protects the surface of all types of metal well from the formation of
corrosion.

Very good corrosion protection
effect.

Effective washing and rinsing
properties
Excellent surface quality
Lower specific tool cost
Effectively contributes to keeping machines, tools and workpieces
clean

Excellent surface quality
Lower specific tool cost
Effectively contributes to keeping machines, tools and workpieces
clean

Effective washing and rinsing
properties

Outstanding cleaning effectDissolves deposits from the inner walls of the system and prevents
further deposition

Dissolves deposits from the inner walls of the system and prevents
further deposition

Outstanding cleaning effect

Excellent foaming control in the
recommended temperature
range, even in soft water

Reliable useReliable useExcellent foaming control in the
recommended temperature
range, even in soft water

Properties

Properties Typical values

Yellow, light brown, slight opalescence is
permissible

Appearance

60Kinematic viscosity at 40°C [mm2/s]

9,45Emulsion pH value (5% (V/V) / 20 dH°)

0Anticorrosion effect - Filter-paper test (5% (V/V) / 20 dH°) [grade]

0,973Density at 20 °C [g/cm3]

The characteristics in table are typical values of the product and do not constitute a specification.

Storage and handling instructions

In the original container under the recommended storage conditions: 12 months
Recommended storage temperature: +5°C  -  +40°C
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